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■ Parameters
Machine S30

Engine Xinchai 4D27G31 
Diesel Engine

Rated Power / r.p.m 36.8 kW
Rated Torque / r.p.m 157N-m
No. of Cylinders 4
Fuel Tank Capacity 70 L
Transmission Power-shift
Load Capacity 3000 kg
Load Center 500 mm
Wheels (x=driven) 2 x 2

■ Dimensions
Max. Fork Height (B) 3000mm
Free Lift 145mm
Fork Size 1070x122x45 mm
Fork Spread 1090mm
Tilt Angle 6°/12°
Lenght to Fork Face (E) 2705mm
Overall Width 1225mm
Mast Height Fork Lowered (C) 2075mm
Mast Height Fork Raised (A) 4250mm
Overhead Guard Height (G) 2090mm
Operator’s Seat Height 1070mm
Min. Turning Radius 2400mm
Load Distance 480mm
Rear Overhang 525mm

■ Other
Under our policy of continuous improvement, we reserve the right 
to change technical data and design without prior notice.

■ Performance
Total Weight 4230kg

Tires
Front 28x9-15
Rear 6.50-10

Wheelbase (F) 1700mm

Tread
Front 1000mm
Rear 970mm

Overhead Guard 
Clearance 1005mm

Counterweight Height 1130mm
Underclearance (D) 140mm
Brake Hydraulic Foot Pedal
Battery V/AH 12/64
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